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i KiTfNf: OF CLAIMS: 



addtess 



1 . (Previously Presented) A method of establishing a qiiali 
between a correspondent node and a mobile node, the mobile node h 
in a home network and being temporarily connected at a care-of 
network, the method comprising the steps of: 

generating, in the foreign network, a modified reply message 
Protocol packet having a source address of the mobile node's care 
the mobile node's home address and a destination address of the 

transmitting the modified reply message. 



ity of service session 
iving a home address 
in a foreign 



cor ei 



of an Internet 
I )f address in place of 
spondent node; and 



[thi 



CO 



2. (Original) The method of claim 1, further comprismg 
receiving, in the home network, a request message having a 
inespondent node and a destination address of the mobile node's 
creating a modified request message by replacing the 
request message with the mobile node's care-of address; and 

transmitting the modified request message to the 
modified reply message is generated responsive to the modified req|iest 



steps of: 
! source address of the 
Home address; 

address of the 



3. (Original) The method of claim 2, wherein 
the step of generating tlae modified reply message is 

in the foreign network, the proxy device being associated with the 
further comprising the steps of: 

responsive to receipt of the modified request message at 
sending a quahty of service indication signal to the mobile node^ 
reply message is generated responsive to receipt of a quality of 
from the mobile node. 

4. (Original) The method of claim 2, wherein 
the quality of service session is an RSVP session; 



destinf tion 



foreign netf^^ork, whereby tlie 
message. 



carried out by proxy device 
riobilenode; and 



thef proxy device, 

;reby the modified 
acknowledgement 



wier 



serv ice 
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the request message is a Path message; and 
the modified reply message is a Reservation message. 

5. (Original) The metJiod of claim 1 , fiirther comprising th<j 
receiving, in the home network, the modified reply message; 
creating a further modified reply message by replacing the 

mobile node's home address; and 

transmitting the furtlier modified reply message. 

6. (Original) The method of claim 5, wherein the correspo: idcnt node generates 
the request message and receives the furdier modified reply message. 



steps of: 



so irce address with the 



7, (Origiiiial) The method of claim 5, wherein: 
the correspondent node is associated with a correspondent prpxy 
the correspondent proxy device generates the request message 

quality of service request from the correspondent node; and 

the correspondent proxy device generates a quality of service 

responsive to receipt of the farther modified reply message. 



8. (Original) The method of claim 1, wherein the step of 
modified reply message is carried out in the mobile node. 



9. (Canceled) 



1 0. (Original) The method of claim 1 , in which the step 
modified reply message is canied cut by a proxy device in the 
device being associated with the mobile node. 

1 1 . (Original) The method of claim 1 , wherein 
the quality of service session is an RSVP session; and 



device, whereby: 
responsive to a 



confirmation 



f g enerating the 



ol generating the 
foreibn network, the proxy 



PAGE 5/9 * RCVD AT 12/1112006 1:17:00 PM [Eastern Standard Time] * SVR:USPTO-EFXRF-6/24 ' DNIS:2738300 * CSID:7329490102 * DURATION (min-ss):02-04 



BEST AVAIUBLE COPY 



12/11/06 



14:04 HOLMDEL IP LAW -> U^TO 



NO. 012 



Serial No. 09/512,411 

Ihe modified reply message is a Reservation message. 

12. (Canceled) 

13. (Canceled) 

14. (Canceled) 

15. (Canceled) 

1 6. (Previously Presented) A system capable of supporting 
session^ comprising: 

a correspondent jtode; 

a mobile node having a home address in a home network and 
connected at a care-of address in a foreign network, 

a proxy device, in the foreign network, the proxy device 
mobile node for generating a modified reply message of an Internet 
having a source address of the mobile node's care-of address in plact 
node's home address and a destination address of the correspondent 



a quality of service 



being temporarily 

associated with the 
ijrotocol packet 
of the mobile 
node. 



1 7, (Original) The system of claim 1 6, wherein the proxy c evice is located in 
the mobile. 



18. (Original) The system of claim 1 6, wherein the proxy 
outside the mobile node and coupled to the mobile node. 



c evice is located 



19. (Previously Presented) The system of claim 16, 
the quality of service session is an RSVP session; 
the modified reply message is a Reservation message. 



wher<!!in 
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20. (Previously Presented) The system of claim 16, the sjfstem being a mobile 
IP environment. 



2 1 . (Previously Presented) A method of establishing a qua 
session between a correspondent node and a mobile node, the mobile 
address in a home network and being temporarily connected at a care 
foreign network, the method comprising the steps of: 

generating, in the foreign network, a modified reply message 
Protocol packet having a source address of the mobile node's care 
the mobile nodc'*s home address and a destination address of the corr 

transmitting the modified reply message; 

wherein the step of generating the modified reply message 

generating a reply message having a source address of die 
address and a destination address of the correspondent node; and 

replacing the source address with the mobile node's care-of- 
generating the modified reply message. 



ity of service 
node having a home 
of address in a 

ofanlmernet 
cf address in place of 
^spondcnt node; and 



CO: npnses: 
mobile node's home 



aldrcss, thereby 
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